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SN54109, SNH4LS109A,
SN74109, SN74LS109A

DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH PRESET AND CLEAR

DECEMBER 1983 — REVISED MARCH 1988

* Package Options Include Plastic ““Small
Qutline’ Packages, Ceramic Chip Cartiers
and Flat Packages. and Plastic and Ceramic
DIPs

* Dependable Texas Instruments Quality and
Reliability

description

These devices contain two independent J-K positive-
edge-triggered flip-flops. A low level at the preset or
clear inputs sets or resets the outputs regardless of the
leveis of the other inputs. When preset and clear are in-
active (high}, data at the J and K inputs meeting the
setup time requirements are transferred to the outputs
on the positive-going edge of the clock pulse. Clock
triggering occurs at a voltage level and is not directly
related to the rise time of the clock pulse. Foilowing the
hold time interval, data at the J and K inputs may be
changed without affecting the levels at the outputs.
These versatile flip-flops can perform as toggle flip-flops
by grounding K and tying J high. They also can perferm
as D-type flip-flops if J and K are tied together,

The SN54709 and SNB4LS109A are characterized for
operation over the full military temperature range of
—55°C to 125°C, The SN74109 and SN74LS109A are
characterized for operation from 0°C to 70°C.

FUNCTION TAELE (aach flip-flopl

INPUTS OUTPUTS
PRE CLR CLK J K | a  Q |

L H X X X H L
H L X X X L H
L L X X X Ht HY
H H t L L L H
H ] 1 H L TOGGLE
H H 1 L H Qg [o?)
H H t H H H L
H H EoX X Qp Tg

T The output levals in this configuration are not guarantead

to meet the minimum lavels for Ve if the lows at preset and
clear are near V| maximum. Furthermore, this configuration
is nonstable; that is, it will not persist when praset or clear
raturn to their inactive (high} lovat.

SN54109, SNS4LS109A . . . J OR W PACKAGE

SN74109 . . . N PACKAGE
SN74LS102A . . . D OR N PACKAGE
{TOP VIEW)
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logic symbol#
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#This symbol is in accordance with ANSI/IEEE Std 91-1984 and
IEC. Publication 617-12.
Pin numbers shown are for D, J, N, and W packages.
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SNb54109, SN74109

DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH PRESET AND CLEAR"

logic diagram (positive logic)
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EQUIVALENT OF EACH INPUT TYPICAL OF ALL OUTPUTS
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SN54109, SN54LS109A,
" SN74109, SN74L5109A
DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH PRESET AND CLEAR

schematic 'LS109A
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absolute maximum ratings over operating free-air temperature range (unless otherwise noted)

Supply voltage, VOC (388 NOte 1) . ot it ettt e e e e e e 7V
INPUE VOIAgE: 10 L. . e e e e e e e e 55V
ILEI09AN AN NI L AN e NN T 7V

Operating free-air temperature range: SNG4" . . L e i, —B5°C to 125°C
SNTA ANNSREN DU 0°C 10 70°C

STOrage TRMPEIATUIE FAMIE & . . o vttt ottt e e e et i et et e e e et s et e e e tme e e e e, -~ 65°C to 160°C

NOQTE 1: Voltage values are with respect to netwark ground terminal.
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SN54109, SN74109
DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH PRESET AND CLEAR

recommended operating conditions

SNS4102 SN74108 UNIT
MIN NOM MAX | MIN NOM MAX
Veoe Supply voltage 4.5 g 85 4.75 5 525 v
Vyy High-level input voltage 2 2 v
ViL Low-level input voltage 0.8 0.8 v
loM High-level output current —08 - 0.8 mA
ioL  Low-level gutput current 16 16 mA
. CLK high ar low 20 20
Ty Pulse duration e ns
PRE or CLR low 20 20
tsu tnput setup time before CLK 1 10 10 ns
th Input hold time-data after CLK T & 6 ns
Ta  Operating free-air temperature -- & 125 Q 70 “c

electrical characteristics over recommended operating free-air temperature range (u

nless otherwise noted)

PARAMETER TEST CONDITIONST SNS4109 Sga10e UNIT
MIN TYPE MAX | MIN TYPl mAX
VK Voo = MIN, I =—12mA —1.5 —-15 v
Vo = MIN, VIH=2V, Vi =08Yv,
v . 4 . \
OH lop = — 0.8 mA 24 3 24 a4 v
Yoo = MIN, ViIH=2V, ViL=08v,
v 2 0.4 3 4
oL loL = 16 mA 0 0.2 0 v
I Voc = MAX, V) =65V 1 1] mA
Jor K 40 a0
CLR 60 1
H Veg = MAX, Vi=24V ! 80 LA
PRE or 80 a0
CLK
Jar K —16 — 18
CLR1 —4.8 - 4.8 mA
I —= Ve = MAX, V=04V
It [FRe! cc ' _3.2 —3.2
CLK -3.2 —3.2
los & Vg = MAX — 30 —85 | -30 —B85 mA
icc# Ve = MAX, See Note 2 9 15 9 15 mA

T For conditions shown as MIN or MAX, use tha appropriate value spacified under recommended oparating conditions.
¥ ANl typicai values are at Voo = 6V, Ta = 25°C,

§ Not more than one output should be shorted at a time.
1 Clear is tested with presst high and preset is tested with clear high,

# Average per flip-flop.

MOTE 2: With all outputs open, ¢ is measured with the @ and © outputs high in turn. At the time of measurement, the clock input is

graunded,

switching characteristics, Vo =5V, TA = 26°C (see note 3)

PARAMETER Qo o TEST COMDITIONS MiN TY A

aneuT | touTRUT) P mapunt
frnax 25 33 MHz
IPLH FRE 3 10 15 ns
tPHL Qa 23 35 ns
tPLH R a R =400 i, C_=15pF 10 15 ns
tPHL a 17 25 ns
-PLH CLK QorQ@ 19 '8 ag
TPHL 18 28 ns

NOTE 3: Load circuits and veltage waveforms are shown in Section 1.

B 4% 5 # #} 886-3-5753170
4% 7 WL (i) 86-21-34970699
4% BB (1) 86-755-83298787

Http:

www. 100y. com. tw

TEXxAs "9

INSTRUMENTS

POST GFFICE BOX 655012 » DALLAS, TEXKAS 75265


User
勝特力新章


_ ‘ SN54LS109A, SN74LS109A
DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH PRESET AND CLEAR

recommended operating conditions

SN54LS109A SN74LE5109A UN!T
MIN NOM MAX | MIN NOM MAX
Ve Supply voltage 45 5 55 | 4.75 5 5.25 v
VIiH High-lavel input voitage 2 2 v
ViL Low-ievel input voltage 0.7 0.8 v
ol High-level output currént — 0.4 -0.4 mA
oL Lowlavel gutput currént 4 8 mA
felock Clock freguency 0 25 4] 25 MHz
. CLK high 28 25
L Pulse duration ——a——— ns
PRE or CLR low 25 25
High-level dat: 35
sy Setup time before CLK 1 9 ol data 38 ns
Low-leve| data 25 25
th Hold time-data after CLK* 5 5 ns
Ta Dperating free-gir temperature —55 125 1] 70 °C

electrical characteristics over recommended operating free-air temperature range (unless otherwise noted)

ALS109A SN74LS5109A
PARAMETER TEST CONDITIONS? BNGILS UNIT
MIN TYPE MAX MIN TYP} MAX
Vik Vee = MIN, Iy = =18 mA —1.5 -1.5 v
Voo = MIN, VIig =2V, ViL =MAX,
1/ 8 x
OH o = — DA 25 34 27 34 v
Voo = MIN, VI = MAX, Vig=2V,
cc ' IH 0.25 04 025 04
4 lgL =4 mA v
oL Vog = MIN, VIL=MAX, V=2V,
0.35 0.5
loL =8mA
J, K or CLK 0.1 0.1
| L W =MAX, Vy=7V
' I'ElRorPRE | 'CC ' 0.2 0z | ™
J,RorCLK 20 20
| e 4 W =MAX, V=27V A
M "ETRorPRE | ' 40 a0 |
J, K or CLK — 04 ~ 0.4
1 v = MAX, V=04V A
" LR or PRE cc ! —-08 —0.8 m
los§ Voo = MAX, See Note 4 — 20 —100 | —20 - 100 mA
Ige (Total) Yo = MAX, See Note 2 4 8 4 B mA

T For conditions shown as MIN or MAX, use the approoriats value specified under recommended operating conditions.

T All typical values are at Voo =5 V, Ta = 25°cC.
§Not more than one cutput should be shorted at a time, and the duration of the short circuit should not excesd one secand.

NOTE 2: with all outputs open, I is measured wtih the Q and a autputs high in turn. At the time of measuremenr, the clock input

is gropnded.

NOTE 4:

For certain devicas where state commutation can be caused by shorting an output to ground, an equivaient test may ba

performed with Vg = 2.25 V and 2,125 V for the 54 family and the 74 family, respectively with the minimum and maximum
limits reduced to one half of their stated values,

switching characteristics, Vg = 5 V, Ta = 25°C (see note 3)

PARAMETER RROM o TEST CONDITIONS MIN TYP MAX | UNIT
(INPUT) {OUTPUT)
frnax 25 33 MHz
tPLH CLR, PRE T RL = 2k, CL = 15 pF 13 25 ns
IPHL or CLK 25 40 ns

NOTE 3: Load circuits and voitage waveforms are shown in Section 1.
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PACKAGING INFORMATION

Orderable Device status @  Package Package Pins Package Eco Plan ® Lead/Ball Finish MSL Peak Temp ©
Type Drawing Qty
JM38510/30109B2A ACTIVE LCCC FK 20 1 TBD POST-PLATE N/ A for Pkg Type
JM38510/30109BEA ACTIVE CDIP J 16 1 TBD A42 SNPB N/ A for Pkg Type
JM38510/30109BEA ACTIVE CDIP J 16 1 TBD A42 SNPB N/ A for Pkg Type
JM38510/30109BFA ACTIVE CFP W 16 1 TBD A42 N / A for Pkg Type
JM38510/30109BFA ACTIVE CFP W 16 1 TBD A42 N/ A for Pkg Type
JM38510/30109SEA ACTIVE CDIP J 16 1 TBD A42 SNPB N/ A for Pkg Type
JM38510/30109SEA ACTIVE CDIP J 16 1 TBD A42 SNPB N/ A for Pkg Type
JM38510/30109SFA ACTIVE CFP W 16 1 TBD A42 N / A for Pkg Type
JM38510/30109SFA ACTIVE CFP W 16 1 TBD A42 N / A for Pkg Type
SN54LS109AJ ACTIVE CDIP J 16 1 TBD A42 SNPB N/ A for Pkg Type
SN54LS109AJ ACTIVE CDIP J 16 1 TBD A42 SNPB N/ A for Pkg Type
SN74109N OBSOLETE PDIP N 16 TBD Call Tl Call Tl
SN74109N OBSOLETE PDIP N 16 TBD Call Tl Call Tl
SN74LS109AD ACTIVE SOIC D 16 40 Green (RoHS & CU NIPDAU  Level-1-260C-UNLIM
no Sh/Br)
SN74LS109AD ACTIVE SoIC D 16 40 Green (RoHS & CU NIPDAU  Level-1-260C-UNLIM
no Sh/Br)
SN74LS109ADE4 ACTIVE SolIC D 16 40 Green (RoHS & CU NIPDAU Level-1-260C-UNLIM
no Sh/Br)
SN74LS109ADE4 ACTIVE SOlIC D 16 40 Green (RoHS & CU NIPDAU Level-1-260C-UNLIM
no Sh/Br)
SN74LS109ADG4 ACTIVE SolIC D 16 40 Green (RoHS & CU NIPDAU  Level-1-260C-UNLIM
no Sb/Br)
SN74LS109ADG4 ACTIVE SOIC D 16 40 Green (RoHS & CU NIPDAU  Level-1-260C-UNLIM
no Sb/Br)
SN74LS109ADR ACTIVE SoIC D 16 2500 Green (RoHS & CU NIPDAU Level-1-260C-UNLIM
no Sh/Br)
SN74LS109ADR ACTIVE SoOIC D 16 2500 Green (RoHS & CU NIPDAU Level-1-260C-UNLIM
no Sh/Br)
SN74LS109ADRE4 ACTIVE SOIC D 16 2500 Green (RoHS & CU NIPDAU Level-1-260C-UNLIM
no Sh/Br)
SN74LS109ADRE4 ACTIVE SOIC D 16 2500 Green (RoHS & CU NIPDAU Level-1-260C-UNLIM
no Sh/Br)
SN74LS109ADRG4 ACTIVE SOIC D 16 2500 Green (RoHS & CU NIPDAU Level-1-260C-UNLIM
no Sh/Br)
SN74LS109ADRG4 ACTIVE SOIC D 16 2500 Green (RoHS & CU NIPDAU Level-1-260C-UNLIM
no Sh/Br)
SN74LS109AN ACTIVE PDIP N 16 25 Pb-Free CU NIPDAU N/ A for Pkg Type
(RoHS)
SN74LS109AN ACTIVE PDIP N 16 25 Pb-Free CU NIPDAU N/ A for Pkg Type
(ROHS)
SN74LS109AN3 OBSOLETE PDIP N 16 TBD Call Tl Call Tl
SN74LS109AN3 OBSOLETE PDIP N 16 TBD Call Tl Call Tl
SN74LS109ANE4 ACTIVE PDIP N 16 25 Pb-Free CU NIPDAU N/ A for Pkg Type
(ROHS)
SN74LS109ANE4 ACTIVE PDIP N 16 25 Pb-Free CU NIPDAU N/ A for Pkg Type
(ROHS)
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Q‘; TS PACKAGE OPTION ADDENDUM
INSTRUMENTS

18-Sep-2008
Orderable Device status @  Package Package Pins Package Eco Plan ® Lead/Ball Finish MSL Peak Temp ©
Type Drawing Qty
SN74LS109ANSR ACTIVE SO NS 16 2000 Green (RoHS & CU NIPDAU Level-1-260C-UNLIM
no Sb/Br)
SN74LS109ANSR ACTIVE SO NS 16 2000 Green (RoHS & CU NIPDAU Level-1-260C-UNLIM
no Sh/Br)
SN74LS109ANSRE4 ACTIVE SO NS 16 2000 Green (RoHS & CU NIPDAU Level-1-260C-UNLIM
no Sh/Br)
SN74LS109ANSRE4 ACTIVE SO NS 16 2000 Green (RoHS & CU NIPDAU Level-1-260C-UNLIM
no Sh/Br)
SN74LS109ANSRG4 ACTIVE SO NS 16 2000 Green (RoHS & CU NIPDAU Level-1-260C-UNLIM
no Sb/Br)
SN74LS109ANSRG4 ACTIVE SO NS 16 2000 Green (RoHS & CU NIPDAU Level-1-260C-UNLIM
no Sb/Br)
SNJ54LS109AFK ACTIVE LCCC FK 20 1 TBD POST-PLATE N/ A for Pkg Type
SNJ54LS109AFK ACTIVE LCCC FK 20 1 TBD POST-PLATE N/ A for Pkg Type
SNJ54LS109AJ ACTIVE CDIP J 16 1 TBD A42 SNPB N/ A for Pkg Type
SNJ54LS109AJ ACTIVE CDIP J 16 1 TBD A42 SNPB N/ A for Pkg Type
SNJ54LS109AW ACTIVE CFP W 16 1 TBD A42 N / A for Pkg Type
SNJ54LS109AW ACTIVE CFP W 16 1 TBD A42 N / A for Pkg Type

O The marketing status values are defined as follows:

ACTIVE: Product device recommended for new designs.

LIFEBUY: Tl has announced that the device will be discontinued, and a lifetime-buy period is in effect.

NRND: Not recommended for new designs. Device is in production to support existing customers, but Tl does not recommend using this part in
a new design.

PREVIEW: Device has been announced but is not in production. Samples may or may not be available.

OBSOLETE: Tl has discontinued the production of the device.

@ Eco Plan - The planned eco-friendly classification: Pb-Free (RoHS), Pb-Free (RoHS Exempt), or Green (RoHS & no Sb/Br) - please check
for the latest availability information and additional product content details.

TBD: The Pb-Free/Green conversion plan has not been defined.

Pb-Free (RoHS): TI's terms "Lead-Free" or "Pb-Free" mean semiconductor products that are compatible with the current RoHS requirements
for all 6 substances, including the requirement that lead not exceed 0.1% by weight in homogeneous materials. Where designed to be soldered
at high temperatures, Tl Pb-Free products are suitable for use in specified lead-free processes.

Pb-Free (RoHS Exempt): This component has a RoHS exemption for either 1) lead-based flip-chip solder bumps used between the die and
package, or 2) lead-based die adhesive used between the die and leadframe. The component is otherwise considered Pb-Free (RoHS
compatible) as defined above.

Green (RoHS & no Sb/Br): Tl defines "Green" to mean Pb-Free (RoHS compatible), and free of Bromine (Br) and Antimony (Sb) based flame
retardants (Br or Sb do not exceed 0.1% by weight in homogeneous material)

®) MsSL, Peak Temp. -- The Moisture Sensitivity Level rating according to the JEDEC industry standard classifications, and peak solder
temperature.

Important Information and Disclaimer:The information provided on this page represents Tl's knowledge and belief as of the date that it is
provided. Tl bases its knowledge and belief on information provided by third parties, and makes no representation or warranty as to the
accuracy of such information. Efforts are underway to better integrate information from third parties. Tl has taken and continues to take
reasonable steps to provide representative and accurate information but may not have conducted destructive testing or chemical analysis on
incoming materials and chemicals. Tl and TI suppliers consider certain information to be proprietary, and thus CAS numbers and other limited
information may not be available for release.

In no event shall TI's liability arising out of such information exceed the total purchase price of the Tl part(s) at issue in this document sold by TI
to Customer on an annual basis.
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iz PACKAGE MATERIALS INFORMATION

EXAS
INSTRUMENTS
19-Mar-2008

TAPE AND REEL INFORMATION

REEL DIMENSIONS TAPE DIMENSIONS
4 [+ Ko |<—P1—P
HNEEEE T
& e(( o W
Reel p— \ l
Diameter —>|
Cavity AD [+
A0 | Dimension designed to accommodate the component width
B0 | Dimension designed to accommodate the component length
K0 | Dimension designed to accommodate the component thickness
v W | Overall width of the carrier tape
i P1 | Pitch between successive cavity centers

. Reel Width (W1)
QUADRANT ASSIGNMENTS FOR PIN 1 ORIENTATION IN TAPE

1
T
Q1 : Q2
4-—"--1
Q3 | Q4 User Direction of Feed
(I
T
=
Pocket Quadrants
*All dimensions are nominal
Device Package|Package|Pins| SPQ Reel Reel A0 (mm) BO (mm) KO (mm) P1 w Pin1
Type |Drawing Diameter| Width (mm) | (mm) |Quadrant
(mm) |W1(mm)
SN74LS109ADR SoIC D 16 2500 330.0 16.4 6.5 10.3 21 8.0 16.0 Q1
SN74LS109ANSR SO NS 16 2000 330.0 16.4 8.2 10.5 25 12.0 | 16.0 Q1

B 4% &1 # #} 886-3-5753170
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iz PACKAGE MATERIALS INFORMATION

EXAS
INSTRUMENTS
19-Mar-2008

TAPE AND REEL BOX DIMENSIONS

*All dimensions are nominal

Device Package Type |Package Drawing| Pins SPQ Length (mm) | Width (mm) | Height (mm)
SN74LS109ADR SOIC D 16 2500 333.2 345.9 28.6
SN74LS109ANSR SO NS 16 2000 346.0 346.0 33.0
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